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 Connecting an Underwater Speaker 
 

The Underwater Speaker includes two main components: the speaker itself and a transformer. 

 

Install the Underwater Speaker by connecting the speaker to the transformer, connecting the 

transformer to the Championship Start System, and lowering the speaker into your pool.  

 

Connecting and disconnecting the speaker and the transformer 

To connect the speaker to the transformer, align the three-hole connector on the transformer with 

the three-prong connector on the cable attached to the speaker. The connectors are keyed to 

connect in only one way. Tighten the locking sleeve by turning it clockwise until it clicks in 

place.   

 

To disconnect the speaker from the transformer, unlock the sleeve by turning it counterclockwise 

very firmly until it clicks loose. Unlocking requires considerably more force than locking does. 

 

Connecting to your Championship Start System 

Connect your Underwater Speaker(s) to your Championship Start System in one of the following 

ways: 

1. Connect the dual banana plug to your cable harness in an on-deck system, or to a deck 

plate in your in-deck system, OR 

2. Connect the dual banana plug directly to the auxiliary speaker output on the left side 

panel of the Champ Start (labeled AUX SPKR), OR 

3. Connect the dual banana plug directly to the main speaker output on the right side panel 

of the Champ Start (labeled SPKR). 

 

Lowering the speaker into your pool 

Attach a rope to the speaker where indicated by the label on the unit, and lower the speaker unit 

into the pool. Required operating depth is between 5 and 50 feet. 

 

DO NOT use the cable attached to the speaker to lower or raise the unit.  


